OPERATING INSTRUCTION

For your safety..... Before sewing

1. Always turn off the power and unplug from the outlet. 1. Clean the machine with soft cloth to prevent oil and
When leaving the machine unattended. dust from the machine.
When attaching or removing parts. Do not use thinner, benzine, etc. for cleaning.
When cleaning the machine.
When the electric current is shut off. 2. Do not use the machine except as described in these

instructions.

2. During operation, keep an eye on sewing area.
Do not touch moving parts such as the Thread take-
up lever, Hand wheel, Needle.

1 Names of parts

(1 Thread guide
(2 Thread take-up lever
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(3 Tension dial unit
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&) Extension table
& Presser foot lever
@ Reverse lever
s = 7 Paitern-seiecior diat
J (8) Hand wheel
- (9 Bobbin winder stopper
— 0 Bobbin winder spindle
\ — (1 Bobbin winder thread
X =5 — guide

(2 Spool pin

2 Free Arm sewing

3 Standard accessories

Extension table

\
Standard accessories
are in vinyl bag

For Free Arm sewing, slide the
3 )
Extension table to the left and

remove.
Bobbins
To replace Extension table,
Slide the Extension table along
the Free Arm inserting tab into ¢ __ 1 Needles
the slot. o T A |
Seam ripper

Accessory Kit.

Standard accessories located
inside the Extension table. \ 4

Felt Buttonhole foot




4 Power Connection

5 Speed Control

2

Power outlet

(D Insert the Machine plug into the Machine socket.

@ Insert the Power plug into the Power Outlet.

* Pull out the Power plug when the Machine is not in use.”

120V Model 240V Model
a N ~

The Foot Control regulates sewing speed.
To increase speed, press down with foot.

To decrease speed, release foot pressure.

6 Adjust the Presser foot lever

7 Needle removal and replacement

% % _.)N

The Presser foot lever raises and lowers the Presser
foot.

You can raise it about 1/4"" higher than normal up
position.

This helps when removing the Foot or when sewing
thick material.
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Presser foot lever

Pin

Tighten

= ¥
H Lcosen

(To remove the Needle) r] (To replace the Needle)

Loosen the Needle
clamp screw by turning it
toward you.

Remove the Needie by
puiling it downward.

Insert new Needle into
the Needle clamp with
fiat side away from you.
Push the Needle up as
far as it will go.

Tighten the Needle
clamp screw firmly with
the Screw driver.

8 Sewing light

9 Spool pin

To replace Bulb

Set screw (1) Loosen the Set screw and

remove the Face plate by
swinging it to the direction of
Bulb arrow.

(Z) Tum Bulb counterciockwise
to remove.

(3 Tumn the Bulb clockwise to
replace.

Felt

Spocl pin

The Spool pin holds the spool of the thread for feeding

into the Machine.

To use, turn the Spool pin to the back.




10 Removal and replacement the Bobbin case

Open

Open the Hook cover.

Raise the Needle by turning the Hand
whee! toward you.

Lift the Latch and pull out the Bobbin case.

When inserting the Bobbin case,
place the Finger into the recess of the
Hook race.

11 Winding the Bobbin

O®

Bobbin
winder

Bobbin winder stopper

spindle

the thread.
(6} Push the handwheel in.

machine.

(1) Pull the handwheel out to the right.

{(2) Pull the thread from the spool and draw it around the thread guides.

(3) Draw the thread through one of the holes in the bobbin from inside to outside, put
the bobbin on the bobbin winder spindle and push to right.

@) Held the free end of the thread in your hand and depress the foot contrel.

(5 Stop the machine when it has made a few turns. Cut the thread close to the hole in
the bobbin . Depress the foot control again.

When the bobbin is fully wound, push the bobbin winder spindle to the left and cut

Note: When you move the bobbin winder spindle, dc not operate your sewing

12 Threading the Bobbin case

Bebkin case

Th(lead
.
Bobbin
(1) Place the Bobbin into the

Bobbin case.
Make sure the Thread unwinds
in direction of ARROW.

{Z) Pulithe Thread into the Bobbin

case slot.

Tensicn spring

Delivery eye

{3) Draw the T hread under the
Tension spring and into the
Delivery eye.

Pult out about 10 cm (4 inches)
of the Thread.




13 Threading the Machine

e, Thread
- Quide
plate

!
Thread take-up
lever ~—— Needle kar

thread guide

T Needle

Raise the Thread Take-up lever to its highest position by turning the Hand Wheel toward you.
Raise the Presser foot.

(I Place the Spool on the Spool pin as shown, with the thread coming from the front of the Spool.

(2 Draw the thread around the Thread guide as shown.

(3> Draw the thread around the Thread guide plate as shown.

(45 Puil the thread up, then through the Thread take-up lever from right to left.
(5 Draw the thread and_slipA it into the Needle bar thread guide.

__'(_Eii_ﬁr-éad the Needle eye from front to back. Pull out about 10 cm (4 inches) of the thread.

14 Drawing up the Bobbin thread

Bobbin thread

Babkin thread

(1) Raise the Presser foot while (2) Tum the Hand wheel with (3) Pull both threads to the back

holding the Needle thread
lightly with your left hand.

your right hand until the
Needle thread picks up the
Bobbin thread.

of the Machine under the
Presser foot.




15 Stitch selection

16 Reverse lever

Sctting mark

FlE I

1.

Raise the Needle above the
fabric.

Turn the Dial until the
desired stitch pattern is at
the Setting mark.

Do not turn the dial while the
Needle is in the material.
(The Needle may break.)

As long as you keep the Reverse lever
depressed, the Machine sews backwards.

17 Straight stitch sewing

Machine setting

Stitch

1.5 25 4

Thread tension dial
2~6

Before sewing

Raise the Presser foot and position the fabric next
to a stitching guide line on the Needle plate.

Lower the Needle into the fabric.

L.ower the Presser foot and smooth the threads
toward the back.

Depress the Foot controt.

* To fasten the beginning of a seam, press the Reverse

lever and sew several reverse stitches.

Needle down into the fabric.
Raise the Presser foot.

ing direciion

Stop the Machine and turn the Hand
wheel toward you to bring the

Pivot the fabric around the Needle to
change sewing direction as shown.

stitches.

threads to the back.

Seam ends, thread cuiting

To fasten seam ends, press the
Reverse lever and sew several

Raise the Presser foot and
remove the fabric, drawing the

Thread cutting groove

Cut the threads end by inserting
them in the Thread -cutting
groove as shown.

18 Zigzag stitching and Overcasting

Machine setting

Stitch
2 35 65

Thread tension dial

the edges.

* Before the actual sewing, try sewing with a piece of
similar fabric to find the correct thread tension.

This type of stitch is used to
prevent fabrics from fraying at

<Thread tension for Zigzag
sewing>

To obtain better Zigzag
stitches, the upper tension
should be slightly weaker
than normal.  The upper
thread appear slightly on the
wrong side of the fabric.







